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A B S T R A C T
In recent years, the increasing incidence of healthcare-associated infections and overuse of antibiotics have led to
high demand for antimicrobial-coated medical devices. Silver nanoparticles (AgNPs) have attracted tremendous
attention as a subject of investigation due to their well-known antibacterial properties. However, current phy-
sical and chemical synthesis methods for AgNPs are costly, time-consuming and not eco-friendly. For the irst
time, this paper proposes a novel single-step fabrication approach, named StruCoat, to generate antimicrobial
AgNPs coated microstructures through hybridizing subtractive laser ablation and additive chemical deposition
processes. This new approach can ofer antimicrobial micro-structured silver coatings for medical devices such as
surgical tools and implants. The StruCoat approach is demonstrated on 316 L stainless steel specimens structured
by using nanosecond pulsed laser, while AgNPs are decomposed and coated on these microstructures from the
micro drops of silver nitrate solution simultaneously generated by an atomizer. According to the experimental
results, silver nitrate with a molarity of 50mmol and jet to the stainless steel machined at 14W are the best-
operating conditions for chemical decomposition of drops of silver nitrate solution in this research and results in
AgNPs with a mean size of 480 nm. Moreover, an investigation of the material microstructures of stainless steel
surfaces processed by StruCoat shows signiicant reduction of material grain size (81% reduction compared to
that processed by normal laser machining) which will help improve the fracture toughness and strength of the
specimen. Antimicrobial testing also demonstrated that specimens processed by StruCoat exhibited excellent
antibacterial properties with 86.2% reduction in the surface attachment of Staphylococcus aureus compared to the
smooth surface. Overall, this study has shown StruCoat is a potential approach to prepare antimicrobial surfaces.
1. Introduction
Surgical site infections are one of the most devastating complica-
tions after surgical procedures. More seriously, with the increased use
of antimicrobial drugs, the threat of antimicrobial resistance is sig-
niicant and is increasingly being recognized as a global problem (Roca
et al., 2015). Thus, the increasing incidence of healthcare-associated
infections and overuse of antibiotics leads to the need for alternative
strategies which can decrease antibiotic consumption, such as the de-
velopment of antimicrobial medical devices.
Surface treatment of medical devices by coating with antibacterial
agents is a promising solution. Currently, silver and its compounds are
the most commonly used antibacterial materials, due to their strong,
broad-spectrum antimicrobial efects against bacteria, fungi, and
viruses (Li et al., 2010). Recently, silver nanoparticles (AgNPs) have
received interest for antimicrobial applications as they can enter
bacterial membranes and deactivate respiratory chain dehydrogenases
to inhibit respiration and growth of microorganism (Li et al., 2010).
Due to this, AgNPs are believed to have good potential for application
in silver-based dressings and silver-coated medical devices without
promoting microbial resistance (De Giglio et al., 2013). A variety of
physical and chemical methods was developed to prepare AgNPs on
biomaterial substrates. For physical methods, Cao et al. (2011) em-
ployed silver plasma immersion ion implantation process to embed
AgNPs on titanium substrates. The prepared samples were extremely
efective in inhibiting both Escherichia coli and Staphylococcus aureus
strains while exhibiting noticeable activity in promoting propagation of
the osteoblast-like cells (MG63). Echeverrigaray et al. (2016) prepared
stainless steel specimens with silver atoms by ion implantation process
at low energy (4 keV) on a reactive low voltage ion plating equipment.
Ferraris et al. (2017) deposited silver nanocluster/silica composites
onto AISI 304 L stainless steel via a radio frequency (RF) co-sputtering
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deposition method. After one month of immersing in diverse food re-
levant luids, these coated specimens showed a good property for the
reduction of bacterial adhesion. However, the high cost and low ei-
ciency of the above physical methods limited the industrial application
of AgNPs.
Researchers have also resorted to wet chemical procedures to syn-
thesize AgNPs on biomaterials. Inoue et al. (2010) prepared sodium
titanate thin ilms with a porous network structure through the reaction
of titanium samples with NaOH solutions, then immersed in CH3CO2Ag
solution for 3 h to conduct silver ion exchange treatment. Soloviev and
Gedanken (2011) employed ultrasound irradiation to deposit AgNPs on
stainless steel from AgNO3 solution, which comprised aqueous am-
monia and ethylene glycol. Diantoro et al. (2014) used sodium bor-
ohydride, mercaptosuccinic acid and methanol to inish the reduction
reaction of AgNPs from silver nitrate solution. Heinonen et al. (2014)
applied sodium hydroxide, ammonia and glucose to prepare the su-
perhydrophobic surface with AgNPs by sol-gel technology. Jia et al.
(2016) presented a strategy of mussel-adhesive-inspired immobilization
of AgNPs. Moreno-Couranjou et al. (2018) employed catechols to rea-
lize the reduction of silver nitrate to obtain AgNPs. Cao et al. (2018)
used dopamine as a reducing reagent to manufacture AgNPs on 304
stainless steel in a weak alkaline aqueous solution. All the testing results
illustrated that the existence of silver nanoparticles is essential for the
antibacterial activity of silver-containing surfaces.
The current chemical synthesis methods are not environmentally
friendly as they involved at least two diferent chemical reagents in the
chemical reaction (De Giglio et al., 2013). Thus, how to reduce the
participant types of chemical reagents, even only using silver nitrates, is
another challenge for the chemical synthesis method from the view-
point of sustainable chemistry.
In addition to the coating approach, research has also demonstrated
that microstructures of certain geometries can reduce surface adhesion
of bacteria. Ferraris et al. (2019) proved that microgrooves on titanium
surfaces prepared by electron beam surface structuring technology help
to reduce adhesion of bacteria. For instance, in surgical tools, ultra-
sharp knife-edges in combination with textured surfaces in the knife-
tissue contact region could lead to signiicant reductions in forces and
consequent tissue damage. The microstructures act as stores to realize
immobilization and release of silver ions into the surgical point. In
addition, microstructures will protect the AgNPs from detachment and
wear when subjected to external forces. Thus, the synergistic efect of
AgNPs and micro-structures will lead to even better antibacterial results
(Jia et al., 2016).
In this research, an innovative StruCoat approach is proposed for
the preparation of anti-bacterial microstructures with AgNPs coatings,
through a single step process. It is a hybrid fabrication approach which
combines laser ablation technology for micro-structuring, and laser-
assisted thermal decomposition and deposition for synthesizing and
coating AgNPs from silver nitrate (AgNO3) solution simultaneously. The
StruCoat approach ofers advantages for the synthesis of “green”
AgNPs. There is no requirement for reducing and stabilizing agents
involved in the chemical reaction, so the type of chemical reagent is
reduced. More importantly, it ofers durable silver coated micro-
structured anti-bacterial surfaces. This paper will explore the me-
chanism of StruCoat and the efects of laser power and molarity of silver
nitrate on the morphology of microstructures and the size of AgNPs. It
will also evaluate the antimicrobial performance of specimens prepared
by StruCoat.
2. The working mechanism of StruCoat and experimental setup
2.1. Work principle of StruCoat
The schematic of StruCoat is illustrated in Fig. 1. In this work, an
ultrasonic atomizer was used to produce micro/nano drops of AgNO3
from liquid based on vibrating piezo crystal due to its robustness and
capability of working at low pressure (Gaete-Garretón et al., 2018). As
shown in Fig. 1, micro liquid drops of aqueous solutions of AgNO3
emerging from the ultrasonic atomizer are transported to the nanose-
cond pulsed laser ablation zone. Laser heating will cause the melting
and even gasiication of stainless steel. The vapour and plasma pressure
will result in the partial ejection of the molten materials from the cavity
and formation of surface debris. The recast layer is formed as the
thermal energy rapidly dissipates into the internal material (Wang
et al., 2018). During the laser-materials interaction, the laser ablation
zone is in a high-temperature state, so the adherent AgNO3 drops are
thermally decomposed to AgNPs and deposited on the surface con-
tinuously.
2.2. Mechanism of decomposition and deposition of AgNPs
Heating will result in decomposition of most metallic nitrates into
their corresponding oxides. However, the decomposition product of
silver nitrate is elemental silver as silver oxide has a lower decom-
position temperature than silver nitrate. Qualitatively, decomposition
of silver nitrate is tiny under the melting point, but it is becoming in-
creasingly apparent at about 250 °C, while total decomposition will take
place at 440 °C (Stern, 1972). The chemical decomposition equation of
silver nitrate can be described as:
2 AgNO3(liquid) → 2 Ag(solid) + O2(gas) + 2 NO2(gas) (1)
In this research, an ultrasonic atomizer with a diameter of 20mm
and frequency (f) 113 KHz was employed in the experiments. In the
process of ultrasonic atomization, a square wave pattern would be
formed on the surface of the liquid when approaching resonance
Fig. 1. Schematic illustration of StruCoat.
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frequency of atomizer. Micro drops were ejected from square waves
crests, thus, its diameters were strongly correlated to the wavelength of
the wave (Dobre and Bolle, 2002). The wavelength λ can be expressed
as:
f
16
L
2
1
3
=
(2)
where σ is the surface tension of liquid, ρL is the density of liquid, and f
is the frequency of atomizer.
The most probable diameter of drops, DL, can be calculated by Eq.
(3) (Šarkovic and Babovic, 2005).
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where C is the experimentally coeicient conirmed by (Pohlman,
Reimar, 1965). According to the recommendation by Šarkovic and
Babovic (2005), C=4 is used in this research. Thus, the most probable
probability diameter of drops DL is 8.2 μm, when σ=0.073 N/m,
ρL=1000 Kg/m
3, and f=113KHz.
Then, the most probable diameter of silver particle DAg can be cal-
culated by the Eq. (4).
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where, CAg is the molarity of silver ions, which is equal to the molarity
of silver nitrate solution. MAg is the molar mass of silver, which is
107.8682 g/mol, and ρAg is the density of silver, which is 10,530 kg/m
3.
Fig. 2 illustrates the whole chemical reaction processes. The water
starts to evaporate when drops of silver nitrate solution make contact
with the high-temperature molten layer. Solid silver nitrate crystals are
formed on the surface, but they start to decompose to silver oxide and
silver when the temperature is higher than 250  and decomposes
completely when the temperature is above 440  (Stern, 1972). In
addition, the silver oxide is continuously decomposed to silver if the
temperature is still higher than 300 . In the laser machining process,
the absorption of laser energy leads to a rapid increase of local tem-
perature, the maximum temperature realized 3500–14500 K (Thorslund
et al., 2003), which is higher than the vapour temperature (3135 K for
iron) of stainless steel. This temperature is much higher than the de-
composition temperature of silver nitrate; so, there is suicient thermal
energy to inish the decomposition reaction as shown in Fig. 2. Then,
the AgNPs deposit on the surface during the solidiication of the molten
materials in the laser ablation zone.
2.3. Materials and experimental setup
The AISI 316 L stainless steel plates (6mm×6mm×2mm) were
used as the experimental specimens in this research. Before laser ma-
chining, the stainless steel plates were machined by a lat end mill (with
a diameter of 6mm), as described by (Cai et al., 2018), giving a surface
roughness (Sa) of about 0.2 μm. Silver nitrate (Alfa Aesar) and deio-
nized water were used to prepare chemical solutions with diferent
molarities of 25–200mmol/L.
Fig. 3 (a) shows the hybrid ultra-precision machine used for ex-
periments. The machine contains a nanosecond pulsed ibre laser which
has a central emission wavelength of 1064 nm. The laser source has a
nominal average output power of 20W and its maximum pulse re-
petition rate is 200 kHz. An ultrasonic atomizer was employed to gen-
erate micro liquid drops as shown in Fig. 3(b). This research will
Fig. 2. Chemical reaction process of AgNPs.
Fig. 3. Experimental setup of StruCoat (a) Hybrid Precision machine used for laser machining process (b) Ultrasonic atomizer used to generate micro drops.
Y. Cai, et al. -RXUQDORI0DWHULDOV3URFHVVLQJ7HFK²

investigate the efect of laser power and molarity of AgNO3 on the
surface topography and the size of AgNPs. Details of the operational
conditions for the two experiments are shown in Tables 1 and 2.
2.4. Post-processing and characterization
All specimens were cleaned ultrasonically with deionized water,
acetone and ethanol for 10min to remove any organics on the surface
before and after the experiments. Then, these specimens were dried in
an oven at 100 for 20min. The surface chemistry and the morphology
of laser structured Gaussian holes and deposited AgNPs were
characterized by scanning electron microscopy (SEM) and X-ray dif-
fraction (XRD).
2.5. Antimicrobial activity testing
Antibacterial experiments were implemented to assess the suscept-
ibility of three diferent kinds of specimens to bacterial attachment and
bioilm growth; (i) smooth, (ii) laser ablated and (iii) specimens fabri-
cated by StruCoat. Samples were cleaned before each experiment using
70% ethanol to remove any contaminant bacteria already on their
surface.
Fig. 4. SEM image (left) and high-magniication image (right) of Specimens manufactured by StruCoat under diferent laser power. Samples are (a) smooth; and
machined at laser powers of (b) 2W; (c) 8W; (d) 14W; (e) 20W.
Table 1
Operational conditions used to evaluate the efect of laser power on the synthesis of AgNPs.
Laser power (W) Pulse repetition rate Feed rate (mm/min) Duration time (S) Pitch (μm) Molarity of AgNO3 (mmol/L)
2, 8, 14, 20 100K 200 0.4 90 50
Table 2
Operational conditions used to evaluate the efect of molarity of silver nitrate on the synthesis of AgNPs.
Laser power (W) Pulse repetition rate Feed rate (mm/min) Duration time (S) Pitch (μm) Molarity of AgNO3 (mmol/L)
14 100K 200 0.4 90 25, 50, 100, 200
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The bacteria used in all experiments was Staphylococcus aureus
(NCTC 4135) and was selected as it is widely associated with commonly
contracted medical device-related infections (Tong et al., 2015). S.
aureus was cultured in 100ml nutrient solution (Oxoid Ltd, UK) for 18 h
at 37 °C with a rotational speed of 120 rpm. Post-incubation, the bac-
terial culture was centrifuged at 3939 ×g and the pellet resuspended in
phosphate bufered saline (PBS; Oxoid Ltd, UK), before being serially
diluted to a concentration of 104 CFU/ml for experimental use.
Stainless steel specimens were immersed in 5ml 104 CFU/ml bac-
terial suspension in multiwell culture plates and incubated at 37 °C for
24 h to permit attachment and subsequent bioilm formation
(Vollmerhausen et al., 2017). Following incubation, the samples were
rinsed in sterile PBS to remove any excess planktonic bacteria not at-
tached to the bioilm. The samples were then placed into 9ml PBS, and
the surface-attached bacteria were physically removed from the sur-
faces using the following methodology: 10 s manual agitation followed
Fig. 4. (continued)
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by 300 s in an ultrasonic bath followed by a further 10 seconds manual
agitation. This process facilitated the release of the attached bacteria
from the surface into the PBS ‘capture luid’, with this luid then being
serially diluted and samples spread plated onto nutrient agar (Oxoid
Ltd, UK) (n= 3). Plates were incubated at 37 °C for 24 h, and results
enumerated as CFU/ml.
3. Results and discussion
In the laser ablation process, the material was removed from the
substrate surface due to high peak power results in thermal energy
higher than breakdown thresholds of material which would lead to
material melting, ablation and vapour generation. The thermal energy
also helped to form the high-temperature zone around the laser radia-
tion area. The thermal decomposition of silver nitrate to silver particles
relied on the heat generated in the laser ablation process. Thus, the size
of microstructure and AgNPs could be tightly controlled by the laser
power and molarity of silver nitrate. This section will analyze the in-
luence of the above factors.
3.1. The effect of laser power on the morphology of AgNPs and
microstructures
Fig. 4 shows the SEM images of the smooth surface and laser-ablated
microstructures under diferent laser powers but at constant molarity of
silver nitrate of 50mmol/L. The increasing size of laser ablated mi-
crostructures was observed with the increase of laser power. The in-
creased diameter of laser ablated holes and the thickness of casting
layers is the result of molten metal low driven by surface tension and
recoil pressure formed by the evaporation (Zhou et al., 2016).
Fig. 4(b)–(e), shows all specimens contained a certain amount of silver
particles deposited on the surfaces. The possession of silver nano-
particles was further conirmed by XRD analysis results shown in Fig. 5.
At the laser power of 2W, the heat dissipates quickly, so micro
drops of silver nitrate have a very short time period to decompose to
AgNPs. The theoretical diameter of liquid drops calculated by Eq. (3) is
around 8.2 μm. However, the obtained maximum diameter of the
microstructures in the experiment was approximately 20 μm at the laser
power of 2W. This indicated that the droplets have less probability
falling in the laser ablated high-temperature area. When the laser power
increased to 8W, the maximum diameter of microstructure reached
50 μm. Some AgNPs were also formed on microstructures due to the
high temperature of the molten layer. Fig. 4(c) and (d) show that more
AgNPs were formed at a laser power of 14W than 8W. The diameter
and depth of the melt pool increased with the increase of laser power as
more energy was transferred into the heat-afected zone (HAZ). The
sputtering area was formed at 14W due to the vertical movement of
liquid during irradiation caused by the vapour low that expands in the
Gaussian hole. As a result, AgNPs were deposited on both the spatter
area and Gaussian holes. However, the lake-like silver started to form
on the microstructures when laser power further increased to 20W.
The thermal stress accumulation increased with the increase of laser
power. This explained the increased quantity of AgNPs from lower to
high laser powers. At the low laser power of 4W, not enough accu-
mulated thermal stress and physical space was generated for the silver
nitrate to inish the decomposition process. However, when the laser
power increased to 20W, the laser ablated area was overheated. The
excess heat energy led to a longer cooling time, so much more silver
drops participated in the chemical reduction. These silver particles
accumulated and formed silver particles with large dimensions. On the
other hand, the evaporation and sputtering phenomenon would be
enhanced signiicantly under high laser power, which had a negative
efect on the deposition of AgNPs. Therefore, overheating would not
beneicial for growing more AgNPs on the laser-ablated structures.
Proper thermal energy would be necessary for the deposition of AgNPs.
It is also known that the uniform distribution of AgNPs is beneicial to
anti-bacterial properties (Gurunathan et al., 2014). As such, specimens
processed at the laser power 14W had the most homogeneous size
distribution of the AgNPs, and thus it was deemed the best result for
deposition of AgNPs on the laser ablation zone.
The XRD patterns of the smooth surface, laser-machined surface and
StruCoat surface of 316 L stainless steel are shown in Fig. 5. In Fig. 5(a),
there are three sharp difraction peaks corresponding to the XRD pat-
tern of austenite and one peak for ferrite. For the laser-machined sur-
face, it was found that austenite, Fe3O4 and Fe2O3 were recognized on
the XRD pattern. In Fig. 5(c), the presence of pure silver is conirmed by
the difraction peaks at 2θ=38.2°, 44.4°, 64.6° and 77.5° on StruCoat
surface, which correspond to scattering from (111), (200), (220) and
(311) planes of pure silver. Thus, the XRD pattern in Fig. 5(c) proves the
existence of AgNPs.
3.2. The effect of silver nitrate molarity on the synthesis of AgNPs
The molarity of silver nitrate is another critical processing para-
meter in StruCoat for deposition of AgNPs. In this section, diferent
molarities of silver nitrate, as listed in Table 2, were employed to
conduct the experiment.
Fig. 6 showed the morphologies of microstructured surfaces pro-
cessed by StruCoat at diferent molarities of silver nitrate solutions
varying from 25mmol to 200mmol, while the laser power was ixed at
14W. For the specimens which employed 25mmol, 50mmol and
100mmol silver nitrate solutions, the AgNPs could be clearly observed.
The distribution density of AgNPs was signiicantly higher while the
molarity of the silver nitrate solution was 50mmol. The density of silver
ions increased with the increase of molarity of silver nitrate solution.
Low molarity of silver ions required less thermal energy in the chemical
reduction process, thus, the excess heat leads to AgNPs being evapo-
rated furtherly. This explains the increase in distribution density of
AgNPs while the molarity of silver nitrate solution was increased from
25mmol to 50mmol. However, when the molarity of silver nitrate
solution increased to 100mmol, aggregation and clumping of the
AgNPs were observed. Some adjacent AgNPs started to weld together,
with some silver bars starting to appear on the microstructure. There
Fig. 5. X-ray difraction pattern of 316 L stainless steel (a) smooth surface and
(b) laser-machined surface (c) StruCoat surface.
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Fig. 6. Low (×500) and high (×1.5–6.0k) magniication SEM images of StruCoat processed microstructured surfaces with diferent molarities of silver nitrate: (a)
25mmol; (b) 50mmol; (c) 100mmol; (d) 200mmol. Images labelled (1) were low magniication (×500) and (2)–(4) were high magniication (×1.5–6.0k). Arrows
on images indicate silver particles.
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were a number of reasons which could explain these observations.
Firstly, the silver nitrate solution of higher molarity required more
energy to inish thermal decomposition reaction, resulting in in-
suicient heat energy for evaporation of the silver particles. Secondly,
the surface tension and density of drops of silver nitrate increased with
the increase of molarity of silver nitrate, thus the adjacent drops were
more possibly connected to each other when they were deposited on the
microstructure and formed larger drops. Thirdly, the high molarity of
Fig. 6. (continued)
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silver ions in every drop could have resulted in more silver being de-
posited on the substrates. As shown in Fig. 6(d), the aggregation and
clumping of the AgNPs became more signiicant when the molarity of
silver nitrate solution increased to 200mmol.
The size distribution of AgNPs was shown in Fig. 7. The length of
100 particles with a clear proile was measured manually by image
processing software (Nano Measurer 1.2.5) based on the SEM image (4)
in Fig. 6. The size of AgNPs was found to be dependent on the molarity
of the silver nitrate solution. At low molarity (25mmol and 50mmol),
the mean particle size of microspheres was 400–600 nm. At high mo-
larity (100mmol and 200mmol), the mean particle size reached micron
level. Nevertheless, the particle size of 500 nm had the maximum pro-
portion for all the specimens. In addition, a low standard deviation
indicated that the data points tended to close to the mean value, while a
high standard deviation indicated that the data points were spread out
over a wider range of values. Thus, the best molarity was 50mmol as it
led to specimen with a minimum mean particle size of 480 nm and
minimum standard deviation of 224 nm. This indicated that too high a
molarity was not beneicial for growing more silver particles in na-
noscale on the laser-ablated structures, and applicable molarity of silver
nitrate solution would be necessary for the generation of AgNPs with
uniform distribution in the average size.
Comparison between the predicted and measured diameter of silver
particles is shown in Fig. 8. The predicted value was closer to the
measured median value than the average value. In theory, with the
increase of molarity of silver nitrate, the predicted particles size in-
creased gradually due to the increased silver included in the micro
drops. The experimental results showed the same tendency except at
50mmol. It obtained similar particle sizes of approximately 500 nm at
molarities of 25 and 50mmol in experiments. Thus, the theoretical and
experimental results indicated that it was not necessary to employ silver
solutions with high molarity as it could lead to the increased size of
deposited particles.
Fig. 8 Comparison between predicted and measure particles size
In order to observe the interface between AgNPs and the substrates
of stainless steel Focused Ion Beam (FIB) milling was used to make a
cross-section on the StruCoat processed surfaces. Fig. 9 shows SEM
images of the subsurface topography. It could be observed that the
AgNPs were irmly connected with the stainless steel after the wielding
efect in the laser ablation process, and this helps to attain the high
strength of interfacial bonding.
3.3. Material microstructures of StruCoat processed substrates
During the laser machining process, the rapid heating and cooling
lead to modiication of material microstructure. The laser machining
heat afected zone (HAZ) is deined as the area that has not melted but
has undergone thermal induced microstructural modiication by laser
pulses (Al-Mashikhi et al., 2011). This section will investigate the cross-
sectional material microstructure of HAZ of 316L austenitic stainless
Fig. 7. Size distribution of AgNPs for specimens machined with diferent mo-
larity of silver nitrate.
Fig. 8. Comparison between predicted and measure particles size.
Fig. 9. Whole image of FIB processed areas (Left) and magniied image of the cross-section (Right).
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steel in the traditional laser machining process and the StruCoat pro-
cess. Metallographic polishing methods were used to etch cross-sections
of specimens in order to evaluate the changes to substrate structures.
SEM images of the metallographic structure of stainless steel
surfaces (unprocessed, processed by laser machining, and processed by
StruCoat) are shown in Fig. 10. The linear line intercept method was
employed to measure grain size. The average grain sizes after laser
machining process and StruCoat were about 9.3 μm and 4.5 μm, while
the average size of the original grain in the as-received 316L stainless
steel was about 24.6 μm. The signiicant grain size reinement was due
to the laser reversion annealing through the intense heat input during
the laser machining process. As a result, the grain reinement efect
would lead to an increase in both material strength and fracture
toughness. More importantly, the specimen had even higher cooling
rates in StruCoat than in laser machining due to the evaporation of the
aqueous solution, which resulted in a further decrease of grain size
(81% reduction).
In addition, it could be clearly seen from Fig. 10(b) that the depth of
the HAZ subjected to the laser machining process was about 97 μm,
while the depth of HAZ in the StruCoat was about 62 μm. The reduced
depth of HAZ in StruCoat was also due to the increased cooling rate in
StruCoat.
3.4. Antibacterial evaluation of StruCoat
In this study, the antibacterial capabilities of the two stainless steel
specimen processed by laser ablation and StruCoat were evaluated after
24 h cultivation with bacterial contamination. A smooth stainless steel
specimen with no surface modiications was included as a comparative
control. Results showed that specimens machined by laser ablation and
StruCoat both demonstrated reductions in bacterial attachment and
bioilm formation compared to the unmodiied control, as shown in
Fig. 11. Specimens processed by StruCoat exhibited a signiicantly
greater reduction in bacterial attachment than laser ablated specimens
Fig. 10. SEM images (×1.0k) of cross-sections of stainless steel surfaces: (a)
unprocessed, (b) processed by laser machining, (c) processed by StruCoat.
Fig. 11. Bacterial attachment and bioilm formation on StruCoat modiied
stainless steel surfaces. Results on smooth and laser ablated surfaces are in-
cluded as a comparison (n=3± standard deviation).
Fig. 12. Antibacterial mechanism of structured specimens coated with AgNPs
(Jia et al., 2016).
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with a total decrease in bacterial count of 86.2% compared to the un-
modiied material, thus, the coating of AgNPs was critical for enhancing
the antimicrobial capabilities of specimens manufactured by StruCoat.
The slight antibacterial activity evidenced by the laser-ablated speci-
mens without AgNPs (9.6% reduction in surface contamination) can
likely be attributed to the generation of iron oxide during the laser
ablation process; an efect which was documented in a study by Fazio
et al. (2016).
Jia et al. (2016) explored the synergistic efect of AgNPs and mi-
crostructures, and proved that microstructures had a special anti-
bacterial mode named “trap & kill”. Fig. 12 illustrates the possible
sterilize modes engaged in the antibacterial process. First, the released
silver ions from AgNPs killed some bacteria before it contacts with the
surface, termed ‘release killing’. After the silver ion treatment, the
bacterial membrane interacted with silver ions and resulted in cyto-
plasmic membrane shrinking and damage (Dakal et al., 2016). Sec-
ondly, some bacterial kill would attribute to direct contact with silver
particles, termed ‘contact killing’. The accumulation of AgNPs in the
bacterial membrane led to a signiicant increase in permeability, which
results in the death of bacteria (Sondi and Salopek-Sondi, 2004). More
importantly, bacterial cells with a negative charge would be introduced
into the microstructures of the surfaces, causing binding with AgNPs via
electrostatic attraction, and these were then killed through the contact
killing mechanism. In addition, the microstructures could act simulta-
neously as storage pockets of AgNPs to attain sustainable release of
silver ions, protecting AgNPs from friction-induced particle detach-
ment. In terms of the signiicant antimicrobial efects observed in the
present study, further work is required to determine the exact me-
chanism of action, and correlate with that of other studies using AgNPs
such as that of Jia et al. (2016).
4. Conclusions
A single-step fabrication approach (named as StruCoat was pro-
posed for the irst time in this paper to generate antimicrobial micro-
structures coated with AgNPs on 316 L stainless steel. StruCoat laser
ablation was used to generate microstructures, while micro drops of
silver nitrate solution were delivered to the laser ablation zone to de-
compose and coat AgNPs onto microstructures by using the thermal
energy generated in laser ablation process. The laser power and mo-
larity of silver nitrate were identiied as major control parameters for
StruCoat. Experimental studies showed that silver nitrate with a mo-
larity of 50mmol at the laser power of 14W – which resulted in AgNPs
with a mean size of 480 nm – was the best processing condition for
chemical decomposition of silver nitrate micro drops in this research.
StruCoat is an eco-friendly process due to the non-requirement of
reducing and stabilizer agents, and only silver nitrate is required in the
decomposition process. In addition, the microstructures could also act
as storages for AgNPs to attain sustainable release of silver ions. AgNPs
would mostly distribute at inner of the microstructures, thus, micro-
structures could provide protections to AgNPs to avoid friction-induced
particle detachment. In addition, StruCoat would help increase the
cooling rate of the substrate in the laser machining process and resulted
in the signiicant decrease of material grain size (by 81%). Decreasing
grain size will increase material strength and fracture toughness.
Antimicrobial eicacy testing also demonstrated the enhanced anti-
bacterial properties of StruCoat, with 86.2% anti-bacterial rate against
Staphylococcus aureus, compared to unmodiied samples, in the present
study.
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